PN16 Calpara Tip Cekvalf Fiansi) -
PN16 Swing Type Check Valve (Flanged)

Genel Ozellikler / General Specifications

Calgma Sicaklk Arald / Working Temperafure : 10,4120 =C j w | Parga Adi / Parf Name Malzeme / Matsrial
=
Standartlar / Standords ig Giwda [ Body (5-26 Pik D&kim / Casf kon (EN GNL 250)
Flang Boyutian / Aange Dimensions : TS EN 1092-2 (PN16) .
Alindan Alina Boyufiar / Facs fo Face Dimensions -T5 EN 558 6!:& Klape / Dise GG-25 Pik Diklm / Cast fron (EN GJL 250)
N A T S20c | ES Mil / Stem X20Cr1 3-AIS| 420 Paslanmaz Gelik / Siziniess Steel
o .
Uygummmqr / Applications E_iii Silar / Seats Pirire - Bronz / Bross - Bronze
Sicak ve sofuk su sistamlar, Asit ve alkali dzelligi bulunmayan smm )
akiskanlar f Hof and cold wier systems, Nen-acidic and non-fammable Tapa / Plug 5T 37 Galvaniz Gelik / 5T 37 Gaivanized Stee!
Niquid fuids
Bazing f Pressure 1& Bar
N I Gap (D) Dn50 (1,113 D80 Dn100 Dn125 Dn150 D200
J Nominal Diameier (Dn) o 91 3 a4 5 & g
L 200 240 260 300 350 400 500
'-E h1 110 130 145 170 195 205 260
-EE h2 171 70 80 o6 120
o2 | | | | |
08 b 165 185 200 220 250
| Vana Boyution | | | | |
[t D k . 126 . 145 . 160 . 180 . 210
B 126 150 160 200 230
n 19 19 12 19 19
b 20 20 22 24 26
el 4 4 8 8 8
Ak (k) Wit 12,80 19,00 2370 3150 44,60
—

resim edimig ya da digdlandinimi olabi hniz. ¢ Due fo constant i f works i f fo make modifications fo design ond sruciue of
i5 ya do akgd il in ow producs, we rasena the righ m m prodcts

i
(Iriinlarimizda mpmqﬂnldl.ﬂumuz !ﬂraidl Pﬂlg‘mdm I:rlinm':::l]nndun dolay, dncaden hober vermaden Urln dizoyn ve yopsinda dajigklik yapma hakkin sokh tulanz. Baa Grdnler farkh dka standarianna ghre
pmrm ; Flamse wﬁnﬂmdfmrmeprndmbmmmpfchxedarm fo different couniny sfon,



