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No. INOVVE_INCO-2_171228E

Easy installation and removal by just attaching
a nozzle to this connector.
Made of highly chemical and heat resistant plastic.
Nozzle connector thread size is Rc1/8 or Rc1/4.
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〈Example〉 〈Example〉

(Photo is INCO with a wide-angle flat spray nozzle YYP series)

[Note]
Appearance and dimensions may differ slightly depending on materials and nozzle codes.

Pipe conn.
size*

②Packing①Nozzle connector ③Adaptor

INCO series

Please inquire or order for a specific nozzle connector using this coding system.How to order

[Features]

①Complete unit

*"M" indicates male thread ("R" of the ISO standard) and "F" indicates female thread ("Rc" of the ISO standard).

②Nozzle connector only

Pipe
connection 
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Connector thread size 
Rc1/8 or Rc1/4
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Connector 
thread size*

PP PPS

●Two-piece structure comprising connector and adaptor.
●Easy installation and removal by just turning a connector 60°.

●Connector: PP
●Adaptor: PP or PPS
●Packing: FEPM

Structure
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INCO series
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Quick-detachable Nozzle Connector

Please feel free to send any inquiry, request for information or quote on these products to the contacts below.

Tel
Fax

URL: https://www.kirinoikeuchi.co.jp/eng/
E-mail: overseas@kirinoikeuchi.co.jp

Daiichi Kyogyo Bldg., 1-15-15, Awaza
Nishi-ku, Osaka 550-0011, Japan

Headquarters : 81-6-6538-4015
: 81-6-6538-4022

Georgia Office Tel: 1-706-850-3332 Fax: 1-706-850-3309

Specifications of the products and contents of this leaflet are subject to change without prior notice for purpose of product improvement.

https://www.ikeuchi.us/
https://www.ikeuchi.id/


