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GarnTec stellt hierfür Quellgarne und Quellgarn-

einlagen her. Diese Garne können sowohl als 

Binder, im Längseinlauf als Konstruktionselement 

oder als Füllgarn eingesetzt werden. 

 

GarnTec-Quellgarne und Quellgarneinlagen 

wurden speziell für längswasserdichte Kabel-

konstruktionen entwickelt. Bei Wassereintritt, z. 

B. infolge Beschädigung des Kabelmantels, 

reagiert die Quellsubstanz im Garn sofort, 

dichtet die Hohlräume ab und verhindert ein 

weiteres Vordringen von Wasser.  Der  Schaden  

wird  begrenzt  -  GarnTec-Quellgarne und 

Quellgarn-einlagen minimieren  Reparaturkosten! 

 

 

 
 

 
 

 

 

 

 

 

 

 

 

GarnTec therefore produces waterblocking yarns 

and waterblocking strings. GarnTec yarns can be 

used as binder or longitudinal as center elements or 

filling strings. 

 

GarnTec waterblocking yarns and waterblocking 

strings with paper inlay have been especially 

developed for longitudinally waterblocked cable 

constructions. In the event of water penetration, eg. 

damaged cable, the swelling substance of the yarn 

will be expanded at once and seal gaps and cavities 

along the cable and blocks a further water 

penetration. The damage will be limited – GarnTec 

waterblocking yarns and waterblocking strings 

minimize repair costs ! 
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