
Temporary Installations

BL 2000

 Load capacity up to 2000 kg material or 23 persons  

 Available in single or twin-design 

 Transport of the single-version as one unit on truck possible 

 Low access height - 400 mm 

 Extensive control options of the latest generation (CE-conformity) 

 Made in Germany 
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Temporary Installations

BL 2000 Single

Load capacity 2000 kg/23 persons
Platform dimension 1.45 x 3.20 x 2.10 m
Lifting speed 0-55 m/min
Lifting height 250 m
Power supply 32 kW/380-480 V/50-60 Hz/63 A

TECHNICAL DATA
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Changes / Errors excepted
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Temporary Installations

BL 2000 Twin

Load capacity 2000 kg/23 persons
Platform dimension 1.45 x 3.20 x 2.10 m
Lifting speed 0-55 m/min
Lifting height 250 m
Power supply 2 x 32 kW/380-480 V/50-60 Hz/2 x 63 A

TECHNICAL DATA

3.
73

 m

4.17 m

Changes / Errors excepted
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Your GEDA-dealer:

GEDA-Dechentreiter
GmbH & Co. KG

Mertinger Straße 60
86663 Asbach-Bäumenheim
Phone +49 (0) 906 9809-0
Fax +49 (0) 906 9809-50
info@geda.de
www.geda.de

Temporary Installations


