
575

load-carrying capacity:
With plastic rollers: 20 – 25 kg per conveyed good 
(guideline value).

Configuration of the bend carrier rollers:
Max. track width 300 mm: one-section rollers
track width 400 mm: two-section rollers
track width from 500 – 600 mm: three-section rollers
track width 800 mm: four-section rollers

also available on request in stainless steel version or with 
aluminum frame.

When ordering, please specify the desired roller conveyor 
type (type of roller, division and track width) and your 
desired track length.

Delivery information: 
the total length changes for the 75 mm sections.

•  from 1,000 mm in 975 mm
•  from 2,000 mm in 1,950 mm

the conveyed goods must rest on at least three rollers in 
order to ensure that they are conveyed smoothly and do 
not tip over. the distance or pitch between the axles refers 
to the distance between the center points of adjacent 
rollers.

our wide range of accessories will complement and simplify 
your application.

 length 1 m  length 2 m  length 3 m  bend 90°  usable width
  mm 

 total width
  mm 

 pitch
  mm 

 205200KUX1.000  
Ident No.: 0011457 

 205200KUX2.000  
Ident No.: 0011458 

 205200KUX3.000  
Ident No.: 0011459  -    500    540    200   

 206050KUX1.000  
Ident No.: 0011460 

 206050KUX2.000  
Ident No.: 0011461 

 206050KUX3.000  
Ident No.: 0011462  -    600    640    50   

 206075KUX1.000  
Ident No.: 0011463 

 206075KUX2.000  
Ident No.: 0011464 

 206075KUX3.000  
Ident No.: 0011465 

 216075KU90  
Ident No.: 0011515  600    640    75   

 206100KUX1.000  
Ident No.: 0011466 

 206100KUX2.000  
Ident No.: 0011467 

 206100KUX3.000  
Ident No.: 0011468  -    600    640    100   

 206125KUX1.000  
Ident No.: 0011469 

 206125KUX2.000  
Ident No.: 0011470 

 206125KUX3.000  
Ident No.: 0011471 

 216125KU90  
Ident No.: 0011517  600    640    125   

 206150KUX1.000  
Ident No.: 0011472 

 206150KUX2.000  
Ident No.: 0011473 

 206150KUX3.000  
Ident No.: 0011474  -    600    640    150   

 206200KUX1.000  
Ident No.: 0011475 

 206200KUX2.000  
Ident No.: 0011476 

 206200KUX3.000  
Ident No.: 0011477  -    600    640    200   

 208050KUX1.000  
Ident No.: 0011480 

 208050KUX2.000  
Ident No.: 0011481 

 208050KUX3.000  
Ident No.: 0011482  -    800    840    50   

 208075KUX1.000  
Ident No.: 0011483 

 208075KUX2.000  
Ident No.: 0011484 

 208075KUX3.000  
Ident No.: 0011485 

 218075KU90  
Ident No.: 0011519  800    840    75   

 208100KUX1.000  
Ident No.: 0011486 

 208100KUX2.000  
Ident No.: 0011487 

 208100KUX3.000  
Ident No.: 0011488  -    800    840    100   

 208125KUX1.000  
Ident No.: 0011489 

 208125KUX2.000  
Ident No.: 0011490 

 208125KUX3.000  
Ident No.: 0011491 

 218125KU90  
Ident No.: 0011521  800    840    125   

 208150KUX1.000  
Ident No.: 0011492 

 208150KUX2.000  
Ident No.: 0011493 

 208150KUX3.000  
Ident No.: 0011494  -    800    840    150   

 208200KUX1.000  
Ident No.: 0011495 

 208200KUX2.000  
Ident No.: 0011496 

 208200KUX3.000  
Ident No.: 0011497  -    800    840    200   

 Suitable castors can be found on page 594

 wheel conveyors  //   light loads   

suitable bases

flat base


