
 Technical data

  Dimensions Rack - length x width x height 310 mm x 190 mm x 277 mm (12.2" x 7.5" x 10.9")

  Weight Rack 7.6 kg (17 lb)

  Compressed air consumption 0.1 to 0,25 m³/min (3.5 to 8.8 scf/min)

  Compressed air operating pressure 5 to 10 bar (72 to 145 psi)

  Compressed air connection quick coupling or customer-specific

  Compressed air quality dry, oil and particle free

  Liquid CO2 consumption 0.04 to 0.08 kg/min (0.09 to 0.18 lb/min)

  Liquid CO2 operating pressure 20 to 100 bar (290 to 1,450 psi)

  Liquid CO2 connection customer-specific

  Blasting pressure 2 to 10 bar (29 to 145 psi)

  Sound power level 70 to 90 dB(A)

Hose package connections Clear-cut control panel Compressed air and CO2 
supply connections

Very small and lightweight
jetting pistol

Manual Blasting Machines

CO2 Snow Blasting Machine SJ-5

• Smallest and lightest CO2 blasting machine of the world

• Compressed air consumption maximum 250 l/min

• CO2 consumption maximum 0.08 kg/min

• Powerful

• No power supply necessary, as driven pneumatically

• Maintenance-free

• For cleaning of soot, flux residues, semiconductors, electrical components, ...


