
52

129,5 33 17

52

129,5 33 17

52

TP 52 13
0

33
22
,5

52

52

B

B

B

CURTAIN WALL



(EN 13116:2001)

RAL / TEXTURÉ / ANODISÉ 
RAL

52

52

13
0

33
22
,5

52

52

13
0

33
22
,5

52

52

13
0

33
22
,5

52

52

52
52

52

B

A

A

52 52

129,5 33 17

52 52

129,5 33 17

52 52

B

A

A

52

52

13
0

33
22
,5

52

52

13
0

33
22
,5

52

52

13
0

33
22
,5

52

52

13
0

33
22
,5

52

52

52 52

129,5 33 17

52 52

129,5 33 17

52 52

BB

A

B

A
1

1

2

2

TP 52

TECHNICAL SPECIFICATIONS

Are you looking for an original and modern facade cladding that 
catches the eye?

If the curtain wall is generally associated with large office or showroom 
buildings, this type of facade can also adapt very well to a modern style 
villa. You can use this technique to also create an original veranda. 

With the help of a good ventilation system, you will be able to save 
energy during sunny winter days and remove heat during the summer. 
These coatings are designed taking into account thermal expansion and 
compression and water evacuation. Thanks to the glass, a large amount 
of natural light will enhance your interior.

Class E*RE1350

Class A*AE

H 2400mm  / SASH 120 kg / SASH

 2.88 m2 / SASH

Glazing up to 64 mm 

Uw from 0.6
(W/m²K)

Coloring options

CURTAIN WALL

DESCRIPTION FEATURES

BAZA NOVA LTD        website: www.baza-nova.com                 TEL : +359 877 977 045                 e-mail: bazanovaltd@gmail.com



YOUR VISION, OUR REALITY!

bazanovaltd@gmail.com
www.baza-nova.com

+359 877 977 045


