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Self Tracking Belt

and polymers. 

Features:       
         
•

         
•
         
•

         
•
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Typical Self Tracking Belt Applications

Drying

• Transport

• Cooking

• Heating

• Drying

• Cooling

• Drainage

• Frying

• Baking

• Curing

•

•
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Self Tracking Belt Mesh Construction
      
      

      
      
      

Width Availability
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Warp Cable
Diameter

(mm)

Warp Gap
(mm)

Weft Wire
Diameter 

(mm)

Weft Gap
(mm)

Open Area
(%)

Belt Weight 
(kg/m2)

2.0 15.5 1.5 0.0 0 10.5

2.0 15.5 1.5 0.2 10 9.4

2.0 15.5 1.5 0.4 19 8.5

2.0 15.5 1.5 0.6 25 7.8

2.0 15.5 1.5 0.8 31 7.2

2.0 15.5 1.5 1.0 35 6.7

2.0 15.5 1.5 1.2 39 6.3

2.0 15.5 1.5 1.5 44 5.7

2.0 15.5 1.5 1.8 48 5.3

2.0 15.5 1.5 2.0 51 5.0

2.0 15.5 1.5 2.5 55 4.5

2.0 15.5 1.5 3.0 59 4.1

2.0 15.5 1.5 5.0 68 3.1

2.0 15.5 2.0 2.0 44 7.6

2.0 15.5 2.0 3.0 53 6.0

2.0 15.5 2.0 5.0 63 4.6

2.0 15.5 2.0 6.0 66 4.1

2.8 14.7 2.0 5.0 60 5.4

2.8 14.7 2.0 8.0 67 4.3

2.8 14.7 2.5 6.0 59 6.4

2.8 14.7 2.5 8.0 64 5.6

2.8 14.7 2.5 10.0 67 4.9

Materials Available
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